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Feeler Tape
Series 916

Features
Used to check the spacing thickness
Made of hardened alloy steel
Length 5m
Width 13mm

Specifications

Part No Thickness Accuracy

AC-916-001-01 0.01mm ±3µm

AC-916-002-01 0.02mm ±4µm

AC-916-003-01 0.03mm ±4µm

AC-916-004-01 0.04mm ±4µm

AC-916-005-01 0.05mm ±4µm

AC-916-006-01 0.06mm ±4µm

AC-916-007-01 0.07mm ±5µm

AC-916-008-01 0.08mm ±5µm

AC-916-009-01 0.09mm ±5µm

AC-916-010-01 0.10mm ±5µm

AC-916-015-01 0.15mm ±5µm

AC-916-020-01 0.20mm ±8µm

AC-916-025-01 0.25mm ±9µm

AC-916-030-01 0.30mm ±9µm

AC-916-035-01 0.35mm ±11µm

AC-916-040-01 0.40mm ±12µm

AC-916-045-01 0.45mm ±12µm

AC-916-050-01 0.50mm ±14µm

AC-916-055-01 0.55mm ±14µm

AC-916-060-01 0.60mm ±14µm

AC-916-065-01 0.65mm ±14µm

AC-916-070-01 0.70mm ±17µm

AC-916-075-01 0.75mm ±17µm
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Part No Thickness Accuracy

AC-916-080-01 0.80mm ±19µm

AC-916-085-01 0.85mm ±19µm

AC-916-090-01 0.90mm ±22µm

AC-916-095-01 0.95mm ±22µm

AC-916-100-01 1.00mm ±24µm


